INNOVATIVE MERCHANDISING SOLUTIONS

DUNNAGE BACKSTOCK

ASSEMBLY GUIDE

Certified to NSF/ANSI 2 by Intertek

Sanitation Listed

Intertek
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-Size of parts will differ depending on customer’s order.
-Quantity of parts might differ depending on customer’s order.

NEED:

Two people %” Wrench & Ratchet with Utility
needed %" Deep Well Socket Gloves
PARTS LIST

UP-NT (Upright)
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UP-BC (Corner Upright)

SB-NT (Sway Braces — two (2) x 3” Sway brace per section is
required)
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SH-NR (Shelves)

SH-BC (Shelves)
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MH-CL MH-BT MH-NT
(Gancho de estante) (Tornillo 5/16”) (Tuerca Serrada)
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Step 1: Tighten with fingers, leave just finger tight until the end. Do NOT tighten with
wrench until the end. Suggested location of sway braces are Bottom Front & Top
Back, use the 2 bottom holes of the set of 4 to attach the Sway braces. 2 x 3”
Sway brace with bolts and nuts.

Sway Brace

Upright

Upright
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Detail A

Sway Brace
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Detail B
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Step 2: Attach the corner section with the corner unit upright to the main door
doneinstep 1, use the bottom 2 holes of the set of 4 as done on the previous step,
Sway braces can share the same holes on same upright. 2 Sway braces per
corner unit.
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Step 3: Set Shelf clamps on the Upright frame to attach the Shelves.
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Step 4: Install top and bottom shelf frames ONLY. Use level to make sure rack is
plumb.

Shelf Frames

Front v _
Back
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the wrenches.
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hten all the bolts and nuts usi
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Step 5

Install remaining Shelf Frames.

Step 6

Shelf Frames
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Completed Assembly

ions?

Quest

...800-323-2517

ice

Call Customer Serv
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-Tamano de partes pueden diferir dependiendo de la orden del cliente.
-Cantidad de partes pueden diferir dependiendo de la orden del cliente.

Requiere:

Nivelador
Dos personas Llave de %” & Ratchet con Guantes _
de Trabajo

. tubo profundo de %"
Lista de Partes P

UP-NT (Vertical)
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UP-BC (Vertical de esquina)

SB-NT (Arcos — dos(2) arco de 3” por seccidn es requerido)
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SH-NT (Estantes)

s)

SH-BC (Estante de esquina
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MH-CL MH-BT MH-NT
(Gancho de estante) (Tornillo 5/16”) (Tuerca Serrada)
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Paso 1: Apretar con los dedos, dejar las tuercas apretadas con los dedos. NO
apretar con llaves hasta el final. Locacidon sugerida de arcos son frente inferior y
trasero superior, use los 2 hoyos inferiores del set de 4 en cada seccién para
instalar los arcos. 2 arcos de 3 pulgadas y 1 Arco de Banner en el frente por
seccion.

Arco

Vertical

Vertical
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Arco Detalle A
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Detalle B
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Paso 2: Instala la seccion de esquina con la vertical de esquina a las secciones

hizo en el paso anterior, los arcos pueden compartir [los Mismos

s

principales hechos en el paso 1, use los 2 hoyos inferiores del set de 4 en cada
seccion como se

hoyos en los mismos verticales. 2 arcos por unidad de esquina.

PP-1G-024, 02/26/2025



Paso 3: Coloque los ganchos de estantes en el marco del vertical para colocar
los estantes.
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Paso 4: Instale Unicamente los estantes Superior e Inferior. Use un nivelador para
asegurarse que la estructura esté recta.

Estantes

Fre nte) Trasero
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Apriete todos los tornillos usando las llaves.

Paso 5

Coloque el resto de los estantes.

Paso 6
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Ensamblaje Completo
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Preguntas?
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ICIO A

Llame al Serv
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